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PROPOSED GABION WALL TO

RETAIN BANKS

(SEE DRG. NO.

E11010706/C215 FOR DETAIL)

EXISTING GATE TO

BE REMOVED

PROPOSED CONCRETE POST AND

STEEL MESH FENCE BETWEEN

ARMCO BARRIER & RETAINING WALL

(SEE DRG. NO. E11010706/C218 FOR

DETAIL)

PROPOSED 'ARMCO' BARRIER

(SEE DRG. NO.

E11010706/C202 FOR DETAIL)

56.780

56.470

1

 

I

N

 

2

0

57.030

EXISTING GATE TO

BE REMOVED

57.450

PROPOSED ACCESS RAMP FROM CAR PARK

TO LOWER LEVEL - WITH BRICKWORK,

RETAINING WALL & HANDRAIL

(SEE DRG. NO. E11010706/C213 FOR DETAIL)

EXISTING SIGNAGE TO BE

TAKEN DOWN AND REPLACED

AS REQD BY NETWORK RAIL -

POST RENEWED AS

NECESSARY

EXISTING BRICK WALL

TO BE DEMOLISHED

TELEGRAPH POLE TO BE

RETAINED  - KERBS TO BE

FORMED AROUND POLE

AREA OF RESURFACING - BOUND MATERIAL TO BE

REMOVED TO ENSURE MINIMUM WEARING

COURSE OF 30mm - TO INDICATED LEVELS

EXISTING DETERIORATING

CONCRETE TO CAR PARK

ENTRANCE TO TO BE RENEWED

AS PER NOTE A & TIED INTO

EXISTING HIGHWAY

PROPOSED GATE , POSTS &

FENCE TO END OF CAR PARK.

FENCE TYPE A (1.5m HIGH) REFER

TO DRAWING C203 FOR DETAILS.

SPLITTER ISLAND TO

SEPARATE ENTRY/EXIT

TRAFFIC (SEE DRG. NO.

E11010706/C201 FOR

DETAIL)

PROPOSED BRICKWORK RETAINING

WALL - MAX RETAINED HEIGHT

600mm APPROX - (SEE DRG. NO.

E11010706/C218 FOR DETAIL)

EXISTING LAMPOST

TO BE REMOVED

EXISTING CONIFER STUMPS

TO BE REMOVED LOCALLY

(SEE DRG. NO. C101 FOR

LOCATION)

HAZARD  2

HAZARD  1

DISTANCE BETWEEN KERB & GABION WALL

TO BE INCREASED LOCALLY TO

ACCOMMODATE VENT PIPE.

(SEE DRG. NO. E11010706/C208 FOR DETAIL)
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HAZARD  4

EXISTING TREES SHOWN

DASHED TO BE REMOVED

EXISTING TREES TO

BE RETAINED

EXISTING PRECAST BEAMS SHOWN

DASHED TO BE REMOVED

VOIDS TO BE INFILLED WITH TYPE 1

BACKFILL TO CAR PARK FORMATION

PROPOSED GATE , POSTS &

FENCE TO END OF CAR PARK.

FENCE TYPE B (2.1m HIGH) REFER

TO DRAWING C203 FOR DETAILS.

EXISTING SIGNAGE TO BE TAKEN

DOWN AND REPLACED AS REQD

BY NETWORK RAIL - POSTS

RENEWED AS NECESSARY

PROPOSED KERB

PROPOSED DROPPED KERB

FINISHED CAR PARK LEVELS

EXISTING LEVELS

NEW TARMAC PARKING AREA

EXISTING WEARING/BINDER COURSE TO BE

REMOVED AND NEW WEARING COURSE APPLIED

TRACKSIDE NO ACCESS ZONE -

3.45m FROM NEARSIDE TRACK (U.N.O.)

NEW TARMAC FOOTPATH  CONSTRUCTION

PROPOSED STEEL MESH FENCING & CONC. POSTS

PROPOSED 'ARMCO' BARRIER

DENOTES LIGHTING COLUMN

(SEE DRG. NO. E11010706/C211)

DENOTES CCTV COLUMN

(SEE DRG. NO. E11010706/C211)
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SCALE 1:200

EXISTING KERB

TO BE REMOVED

BURIED ELECTRICAL SERVICES -

WORK OVER TO BE UNDERTAKEN AS

REQUIRED BY NETWORK RAIL

ALLOW FOR WORKS UNDER POSSESSION
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EXISTING OHLE

GANTRY & COLUMN

PRECAUTIONS TO BE TAKEN AS

REQUIRED BY NETWORK RAIL FOR

WORKING UNDER GANTRY

ALLOW FOR WORKS UNDER POSSESSION

HAZARD  2

HAZARD  3
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SCPF CAR PARKS

SANDBACH

RAILWAY STATION

PROPOSED LAYOUT

EXTERNAL WORKS

1:200

LWE

MAP

MAY 2012
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C200

B

NOTE: EXISTING WIRE MESH FENCE, CLOSE BOARDED FENCE & CONIFER TREES TO BE

REMOVED & STUMPS / ROOTS GRUBBED UP AS REQUIRED TO EXTENT OF NEW CAR PARK

TREES TO RETAINED /

REMOVED CLARIFIED.

A 26.06.12 MAPLWE

FOR ROAD MARKINGS SEE DRG NO

E11010706/C210

FOR DRAINAGE LAYOUT SEE DRG NO

E11010706/C205

FOR SETTING OUT SEE DRG NO

E11010706/C214

CONSTRUCTION NOTES

A 24 HOUR ACCESS TO BE MAINTAINED FOR NETWORK RAIL MAINTAINER.

CENTRAL AISLE OF CAR PARK TO BE KEPT CLEAR THROUGHOUT WORKS.

B        EXISTING CAR PARKING TO BE MAINTAINED DURING DEVELOPMENT OF NEW

PARKING AREA.

C PROPOSED MAINTAINER ENCLOSURE TO BE PREPARED PRIOR TO REMOVAL

OF EXISTING.

D         NEW CAR PARK EXTENSION TO BE COMPLETED PRIOR TO COMMENCEMENT

OF REDEVELOPMENT WORKS TO EXISTING CAR PARK AREA.

E         CONTRACTOR TO PROVIDE PHASING REQUIREMENTS TO ACCOMMODATE

ABOVE PRIOR TO COMMENCEMENT OF CONTRACT.

HAZARDS:

     1.        CAR PARK CONSTRUCTION. 24 HOURS MAINTAINERS ACCESS

                AND OPERATIONAL CAR PARK.

2.        LINESIDE WORKING

3.        WORKING UNDER OHLE GANTRY

4.        IDENTIFY EXISTING UNDERGROUND SERVICES

HAZARD

LIMIT OF 'NO WORKING ZONE' TO BE

ESTABLISHED AND MARKED OUT  ON

SITE PRIOR TO COMMENCEMENT OF

SETTING OUT CONSTRUCTION WORKS

1 THIS DRAWING IS COPYRIGHT AND MAY NOT BE REPRODUCED

WITHOUT THE PERMISSION OF HCD ENG. LTD.

2.        UNTIL TECHNICAL APPROVAL HAS BEEN OBTAINED FROM THE

RELEVANT AUTHORITY, IT SHOULD BE UNDERSTOOD THAT ALL

DRAWINGS & DETAILS ISSUED ARE PRELIMINARY AND

           NOT FOR CONSTRUCTION. SHOULD THE CONTRACTOR COMMENCE

SITE WORK PRIOR TO APPROVAL BEING GIVEN, IT IS ENTIRELY AT HIS

OWN RISK.

3  ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED 

OTHERWISE.

4         ANY AMBIGUITIES OR DISCREPANCIES BETWEEN THIS DRAWING AND

ANY OTHER INFORMATION GIVEN ELSEWHERE MUST BE REPORTED

TO HCD ENG. LTD FOR CLARIFICATION BEFORE WORK PROCEEDS.

5         ALL WORKS TO BE IN ACCORDANCE WITH THE LATEST RELEVANT

BRITISH STANDARDS, CODES OF PRACTICE, PROJECT

SPECIFICATIONS AND SPECIALIST SUB-CONTRACTORS DETAILS

6 NO CONSTRUCTION WORK SHALL BE UNDERTAKEN  WITHIN 3.45m OF

THE NEAREST RAILWAY TRACK

     7 PERMANENT SAFETY BARRIER OF UNTENSIONED CORRUGATED

BEAM, ARMCO OR SIMILAR, TO BE PROVIDED ON ALL AREAS OF CAR

PARK ABUTTING THE TRACKSIDE AND STEEP DROPS ON

BOUNDARIES. SEE DRG NO E11010706/C202 FOR DETAILS.

     8 MINIMUM 2.6m VERTICAL CLEARANCE ABOVE ROAD SURFACE LEVEL

REQUIRED ON HEIGHT RESTRICTION BARS

     9 ALL NEW FENCES INSTALLED U.N.O. TO BE MINIMUM 1.2m HIGH GALV.

STEEL MESH FENCING & CONCRETE POSTS.

                SEE DRG NO E11010706/C203 FOR DETAILS.

     10 ACCESS THROUGH SITE FOR NETWORK RAIL VEHICLES NEEDS TO BE

RESERVED AT ALL TIMES

     11 TRACKSIDE 3.45m NO ACCESS ZONE TO BE ESTABLISHED AND

CLEARLY DEFINED PRIOR TO COMMENCEMENT OF CONSTRUCTION

WORKS

     12 FOR DROPPED KERB DETAILS TO TARMAC AREAS SEE DRAWING NO.

E11010706/C201

     13 EXISTING LIGHTING COLUMNS TO BE RETAINED WHERE NOTED

     14 IMPACT PROTECTION BARRIERS ARE TO BE FITTED AROUND EACH OF

THE NEW COLUMNS THAT ARE SITED IMMEDIATELY ONTO THE CAR

PARK BAYS.

FENCE NOTES ADDED.

CONSTRUCTION ISSUE.
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